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Service Instruction, replacement prism protection plate CSD180

Due to unexpected material change from supplier, it is necessary to replace
the prism light protection plate.

Please follow steps below for replacement.

Infected serial numbers: 100106369 till 100108273

Necessary tool:
Hex key M5 (Inbus M5)

Necessary key is supplied with
the unit together with the
adjusting knob.

Step 1. Open the swing door on the top.

Step 2. Loosen the 7 screws on the bottom side of the headlight:
(1) and (2).

Step 3. Press the headlight from the front side backwards till
the end position.
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Step 4. Remove the 3 plates (3)
by sliding them
downwards.

Necessary tool:
/ Hex key M4 (Inbus M4)

Supplied with
replacement prism plate

Step 5. Loosen 4 screws (4) holding prism plate clamp.
Two screws on left side, two screws on right side.
Using Hex key M4

Step 6. Take out the “old” prism protection plate (5)
Step 7. Put in the “new” prism protection plate
Step 9. Reverse the procedure to install.
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MHCcTpyKumMa no o6¢cnyXxuBaHnio, CMeHHas 3aluTHas nnacTMHa Npu3Mbl
CSD180

B cBs3K ¢ HeOXMOaHHOM 3aMeEHON MaTtepuarsra noctaBLLMKOM HeobxoaMmo
3aMEHUTb 3alUUTHYHO MNMacTUHY NPU3Mbil.

[1ns 3ameHbl BbINOSTHUTE cnegywwmne ANencTeuA.

3apaxeHHble cepurHble Homepa: ¢ 100106369 no 100108273

Heobxoanmblni UHCTPYMEHT:
LecturpaHHbin kntod M5 (Inbus
M5)

Heobxoaumbin Kntou
nocTaBnseTcsa BMecTe ¢ 6rnokom
perynnupoBOYHast pydka.

War 1. OTKponTe pacnaluHylo ABepLY CBEpPXY.
LWar 2. OcnabbTe 7 BUHTOB Ha HWXHeN cTopoHe dhapsbl: (1) n (2).
War 3. HaxxmuTe Ha hapy ¢ nepeaHen CTOPOHbI Ha3az 40 yrnopa.

KOHEeYHOE MOoJ1oXXeHne.
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War 4. CHuMUTEe 3 NnacTUHbI
(3), caBMHYB X BHUS.

Heobxognmbliin

/I/IHCprMeHTZ
LlecTurpaHHbIn Koy
M4 (Inbus M4)

CHabxeH 4yem To
CMeHHas
npuamMarmyeckas
nnacTuHa

War 5. Ocnabbte 4 BMHTa (4), yOepXusatoLmnx 3aKum
npu3MaTnyeckom nracTuHbl. [1Ba BUHTaA C NeBow
CTOPOHbI, B BUHTA C NPaBOM CTOPOHbI.
cnonb3oBaHme wecTurpaHHoro knoya M4

LWar 6. CHUMUTE «CTapyo» 3alUUTHYIO NNacTUHY Npusmbl (5)
War 7. YCTaHOBUTE «HOBYIO» 3aLLUUTHYIO NIIACTUHY MPU3MBbI.
War 9. BbinonHuTe yctaHOBKY B 06paTHOM nopsiake.
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Service Instructie, vervangen van prisma protectie plaat CSD180

Door een onverwachte materiaal wissel van onze leverancier, is het
noodzakelijk om de prisma licht afdekking plaatt te vervangen.

Voer onderstaande stappen uit voor de vervanging

Betreft serienummers: 100106369 tot en met 100108273

Noodzakelijk gereedschap:
Inbus sleutel M5

Betreffende inbus sleutel is al
meegeleverd met de unit samen
met de afstel knop

Stap 1. Open het bovenste klep deurtje.

Stap 2. Aan de onderkant van de lichtbak bevinden zich 7 schroeven: (1)
en (2), draai deze een slag los.

Stap 3. Druk de lichtbak aan de voorkant naar achteren totdat deze niet
meer verder kan.
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Stap 4. Verwijder de drie
dia-platen (3) door
deze naar beneden te
schuiven.

Noodzakelijk
/gereedschap:

Inbus sleutel M4
Verstrekt met

vervangende prisma
plaat

Stap 5.

Stap 6.
Stap 7.

Stap 9.

Draai de 4 schroeven los waarmee de prisma
protectie plaat klemmen vastzitten.

Twee schroeven aan de linkerkant, twee schroeven
aan de rechterkant

Verwijder de "oude” prisma protectie plaat (5)
Plaats de “nieuwe” prisma protectie plaat

Voer de procedure in omgekeerde volgorde uit om
unit weer gereed te maken.
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